Switch Inspection Report Semi-Annual

Mainline

WO#___

leqoagy
Page 1 of 3

Inspection Crew T <cu\sigy colan R plecsod)

Date 5{‘}0‘;} i3 ,
Watchman _ W ‘5?\&.}&\9’?
I Location _Carpen — _Noatiy

22 Standard Joints

2 SwitchI.D. # b 1B @ Y R N/A
3Facing___x_ Triling 23 Switch Plates
&Y R
Rail Points ' 24 Adjustable Braces
4 Point to Point __ 5/ ¥4 Y R NA
5 Point Condition 24a Non-Adjustable Braces
®.Y R Nothing less than 4 inches or greater than § inches. S Y RV A
6 ;’I‘)mt 12‘,'/0‘:" Min R’& l/% ‘i/:;ches‘z Aon house top point protected ——————-—g;'g::n?Rog:
6a Point Opening ) ®Y R NA
N 4% R 4% 26 #1 Rod (Basket Rod)
7 Fit ®Y R
Y R 27 #2 Rod
8 General Condition of the Points ®YR
® Y R 28 #3 Rod
Gage S)Y R N/A
Heel of Switch 29 #4 Rod
9 Main __ SG% Y R NA
10 Turnout _5¢. % 30 Closure Rail
11 Gage ahead of Bend St % Y R
Must not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches

Turnout g%t B
13 Main y

Stock Rail

14 Bend
SSY R

15 Condition

@YR

Bolts

l6Lloose _ ©®  N/A

I7Missing o N/A

Rivets (Huck Bolts)

I8Loose . ¢ NA

[9Missing @ N/A

20 Cotter Pins Missing __NA
21 Jam Nuts Loose N/A

21a Washers @ Brdkﬂe’ximl_;_uMnssing _____

Remarks on page 3

GNIC 11-10-2011

Jsing a 62’ cord, not over
1" to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties

®Y R
33 Switch Adjustments

Yes @
34 Lubrication
Q@ Dry

35 Switch Targets/Lamps

Ok Missing @

36 Latches
OB
37 Locks
Broken
38 General Condition
Y R
39 Insulated Joints
Y R
39a Regular Joints

Y R

'Brokcn_m___;_.Missing_ o

Missing






Mainline

50 Location

50a Switch LD. #

51 Facing Trailing

52 Frog Tread N S® R
R SQ@R

53 Frog #
54/79 Point Condition
@YR
55 Condition of Frog
Y R
56 Surface of Frog

SY R

57 Throat in Inches “Z.i{ s
72 Flangeway Depth 1 Vg
Flangeway Depth must not be less than 1 %”

Gage
58 Main Track Sb¥

59 Turnout Track _3¢ 3%

Gage must not be less than 56” any class
Guard Rails ‘ )
60 Guard Rail Gage N S3% R 54 '%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N _SM% R S27%
Back to Back Gage must be less than 53 1/8”
62 Condition

®YR
63 Location of Guard Rail (Relation to Point)

Y R

Guard Rail Clamps
64 Main Track

®Y R NA
65 Turnout Track

@ Y RNA

Class 1 Gage 56” to 57 »”

More than 57 %" Out of Service
Class 3 Gage 56” to 57

More than 577 to 57 %" downgrade to

Class2 and getsa Y
Remarks on page 3

GM/JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
®Y R NA
67 Rail Movement
(> YRNA
Tie Plates
68 Lead
S Y RNA
69 Guard Rail Flangeway !
®Y RN_17% R _i¥%
Guard Rail Flangeway can not be less 1 %”
70 Guard Rail Plates
®Y RNA
71 Frog Plates
@ Y R N/A

Bolts
73 Loose e N/A
74 Missing © N/A

Rivets (Huck)
75 Loose o N/A

76 Missing o N/A

77 Nuts Missing o N/A

78 Cotter Pins Missing = N/A

79 Washers Qk Broken__ Missing__ N/A

80 Hold Down Devices
Y RNA
81 Spring Housing
S YR
82 Derails
S'Y R X/A

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50’ beyond the last long tie
(OK  Difference

84 Condi%))n of Line thru entire turnout
Y R






Remarks

Page 3 of 3

Wene. OUTEEAB( %J)

A 7

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: %MZE Wq . Date: g‘/;@//s

11-10-2011






Mainline Switch Inspection Report Semi-Annual

Inspection Crev‘v’r’icmswz‘ Glam, R L\[m,w\o

Date s|ag [w 13

WO#_

IcGeqGs
: Page 1 of 3

Watchman ' 2etaur

1 Location Caupgrie &ne i
2 SwitchI.D. # j.,..73

3 Facing Trailing ___x

Rail Points
4 Point to Point 31 /¢
5 Point Condition

®Y R

6 Point Throw, nothing less than 4 % inches

N 4% _R_A44%
6a Point Opening ,
N__43% R_ 4%

7 Fit

®YR

8 General Condition of the Points

® YR

Gage

Heel of Switch

9Main So'ls

10 Turnout 5, ‘g,

11 Gage ahead of Bend __ 5¢5/g
Must not be less than 56 inches or
more than 57 inches for “S»

12 Heel Spread in Inches

Turnout __ & /4
13 Main Vs

Stock Rail
14 Bend
S YR

15 Condition

®YR

Bolts
16 Loose o N/A
17 Missing  © N/A

Rivets (Huck Bolts)

18 Loose © N/A
19 Missing  © N/A

20 Cotter Pins Missing ¢ N/A
21 Jam Nuts Loose o) N/A

2laWashers @b  Broken__ Missing

Remarks on page 3
GM/IC 11-10-2011

22 Standard Joints
®©Y R NA

23 Switch Plates
©€YR

24 Adjustable Braces

€Y R NA
24a Non-Adjustable Braces
SYR®@A
Switch Rods
25 Front Rod
©Y R NA
26 #1 Rod (Basket Rod)
@ YR
27 #2 Rod
®Y R
28 #3 Rod
Y R NA
29 #4 Rod
©Y R NA
30 Closure Rail
YR
31 Surface of Switch
QY R
Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
®Y R
33 Switch Adjustments
Yes
34 Lubrication
0 Dry
35 Switch Targets/Lamps
Ok Missing @/A)
36 Latches
Broken __Missing
3" Locks
(Ob Broken _ Missing
38 General Condition
3Y R
39 Insulated Joints
Y R
39a Regular Joints

®Y R






Mainline

50 Location
50a Switch L.D. #
51 Facing

52 Frog Tread N

R S R
53 Frog # %

54/79 Point Condition
®YR
55 Condition of Frog
®YR
56 Surface of Frog

S©YR

57 Throat in Inches _ 2-/4
72 Flangeway Depth _ 2.Y4
Flangeway Depth must not be less than 1 %”

Gage }
58 Main Track 56y
59 Turnout Track S6 %

Gage must not be less than 56” any class
Guard Rails ‘
60 Guard Rail Gage N 542 R 543y
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N _S2% R 35254
Back to Back Gage must be less than 53 1/8”
62 Condition

®YR
63 Location of Guard Rail (Relation to Point)

©Y R

Guard Rail Clamps
64 Main Track

Y R N/A
65 Turnout Track
@ Y R NA

Class 1 Gage 56” to 57 14”

More than 57 ¥” Qut of Service
Class 3 Gage 56” to 57”

More than 57” to 57 ¥ downgrade to

Class2 and getsa Y
Remarks on page 3

GM/IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
©Y RNA
67 Rail Movement
® Y R NA
Tie Plates
68 Lead
Y R N/A
69 Guard Rail Flangeway .
YRN_31» R 1'%,
Guard Rail Flangeway can not be less 1 %”
70 Guard Rail Plates

§Y R NA
71 Frog Plates

® Y RNA
Bolts
73 Loose © NA
74 Missing © NA
Rivets (Huck)

75 Loose o N/A

76 Missing © N/A
77 Nuts Missing o N/A

78 Cotter Pins Missing o N/A
79 Washers QB Broken _ Missing  N/A
80 Hold Down Devices
&Y RNA
81 Spring Housing
S Y RNVA

83 Maximum difference in any 31’ in Cross
Level on the siding from the F rog Point to
30" beyond the last long tie
(Qk Difference

84 Condition of Line thru entire turnout
OYR






Remarks

»»Page 3of3

WEAL on TREAD V),

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by'ma; 4{{: M Date: 5:/5«9 /13

11-10-2011






i0713%%¢,

Mainline Switch Inspection Report Semi-Annual Page 1 of 3
Date 5/&51‘/ 13 Inspection Crew / Sciisse € G Liv R ﬁ/QS’c&.}‘
Watchman_ iy Bryauvt
1 Location MEABE Jot — Ao 22 Standard Joints
28witchID. # 37~ [ A &Y R NA
3 Facing Trailing X 23 Switch Plates
Y R
Rail Points 24 Adjustable Braces _
4 Point to Point.__ S Y R w3
5 Point Condition 24a Non-Adjustable Braces
Y R SYR
6 Point Throw, nothing less than 4 % inches Switch Rods
N 3 R S 25 Front Rod
6a Point Opening - ©Y R NA
N_5% R % 26 #1 Rod (Basket Rod)
7 Fit Y R
DY R 27#2 Rod
8 General Condition of the Points Y R
®Y R 28#3 Rod
Gage ©Y R NA
Heel of Switch 29 #4 Rod
9 Main __ £b% S)Y R N/A
10 Turnout S¢ e, 30 Closure Rail
Y R

11 Gage ahead of Bend 307
Must not be less than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout ¢(, Ve
13 Main G
Stock Rail
14 Bend
® YR
15 Condition
® YR
Bolts

16 Loose < N/A
17 Missing o N/A

Rivets (Huck Bolts)

18 Loose © N/A
19 Missing © N/A
20 Cotter Pins Missing © N/A
21 Jam Nuts Loose < N/A

21a Washers C@ Broken Missing

Remarks on page 3
GM/IC 11-10-2011

31 Surface of Switch
)Y R
Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
©Y R
33 Switch Adjustments
Yes 0
34 Lubrication
Dry
35 Switch Targets/Lamps
Ok Missing (5/
36 Latches VA)
Ok  Broken__ Missing
37 Locks
Broken __ Missing
38 General Condition
Y R
39 Insulated Joints
Y R
39a Regular Joints

@iY R






Mainline Frog Inspection Report Semi-Annual Page 2 of 3

50 Location Turnout Ties
50a Switch I.D. # 66 Condition
51 Facing Trailing (Y RNA
52 Frog Tread N ©Y R 67 Rail Movement
R (OYR ©YRNA
53 Frog# __io Tie Plates
54/79 Point Condition 68 Lead
®YR ® Y RNA
55 Condition of Frog 69 Guard Rail Flangeway .
®YR Y RN_\"%, R 1",
56 Surface of Frog Guard Rail Flangeway can not be less 1 %4
®YR 70 Guard Rail Plates
A ®Y RNA
57 Throat in Inches 3% 71 Frog Plates
72 Flangeway Depth 2% ® Y R NA
Flangeway Depth must not be less than 1 %”
Gage Bolts
58 Main Track S 73 Loose o N/A
59 Turnout Track __ <7 % 74 Missing o N/A
Gage must not be less than 56” any class
Guard Rails Rivets (Huck)
60 Guard Rail Gage N _S4%,. R S4% 75 Loose o N/A
Guard Rail Gage must more than 54 3/8” 76 Missing O N/A
61 Back ToBack N S2% R s/ 77NutsMissing__ o  N/A
Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing o N/A
62 Condition 79 Washers @ Broken__ Missing N/A
(DY R
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
®YR ®Y RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S Y RQ
®Y R NA 82 Derails
65 Turnout Track S YR
Y R NA 83 Maximum difference in any 31° in Cross

Level on the siding from the F rog Point to

30° beyond the last long tie
Class 1 Gage 56” to 57 %” QR Difference

More than 57 %” Qut of Service

Class 3 Gage 56” to 577 84 Conditian of Line thru entire turnout
More than 57” to 57 ¥” downgrade to S)Y R

Class2 and getsa Y
Remarks on page 3

GM/IC 11-10-2011







Remarks

Page 3 of 3

SHEGive  STRAGHT {07

C.om pleted

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: m 3 {741%@ 4. Date: _;;’/35”3

11-10-2011






l e 74609,

Mainline Switch Inspection Report Semi-Annual Page 1 of 3
Date 5/2.‘3//'5 Inspection Crew 7 SeHIScER, G LAH, R /v:/fum.‘}
Watchman (v B2viur
1 Location Camp Meare Jor  NooTy 22 Standard Joints
2SwitchI.D. # 3L73R S Y R N/A
3 Facing Trailing X 23 Switch Plates

Y R

Rail Points 24 Adjustable Braces
4 Point to Point < % Y R NA
5 Point Condition 24a’'Non-Adjustable Braces

SYR ®©Y R NA
6 Point Throw, nothing less than 4 % inches Switch Rods
N__ 4% R 4% 25 Front Rod
6a Point Opening Y R NA
N S R S 26 #1 Rod (Basket Rod)

7 Fit @ Y R

@ Y R 27 #2 Rod
8 General Condition of the Points @ Y R

® YR 28 #3 Rod

Gage Y R N/A
Heel of Switch 29 #4 Rod
9 Main___ 5G4 ®Y R NA
10 Tumout S ¥e 30 Closure Rail
11 Gage ahead of Bend _ S%4 Y R

Must not be less than 56 inches or 31 Surface of Switch
more than 57 inches for “S” Y R

12 Heel Spread in Inches
Turnout ¢ '%
13 Main ¢

Stock Rail

14 Bend
®YR

15 Condition
®Y R

Bolts
16 Loose @) N/A
17 Missing __p N/A

Rivets (Huck Bolts)
18 Loose ® N/A

19 Missing ) N/A
20 Cotter Pins Missing o N/A
21 Jam Nuts Loose o N/A

21a Washers Broken___ Missing

Remarks on page 3

GM/JC 11-10-2011

Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Qut
of Service
32 Head Block Ties
Y R

33 Switch Adjustments
Yes @

34 Lubrication

Ok
35 Switch Targets/Lamps
Missing  N/A
36 Latches

O®  Broken__ Missing
37 Locks

OB  Broken__ Missing
38 General Condition

Y R

39 Insulated Joints

Y R
39a Regular Joints

®YR






Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N ®Y R
R ®YR
53 Frog# 1o
54/79 Point Condition
®YR

55 Condition of Frog

©YR
56 Surface of Frog

®YR

57 Throat in Inches 3 'y
72 Flangeway Depth _2.%,
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track S6%
59 Turnout Track __ =1, %
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N 54%. R $4%,.
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N _52% R 2%
Back to Back Gage must be less than 53 1/8”
62 Condition
®YR
63 Location of Guard Rail (Relation to Point)
®YR
Guard Rail Clamps
64 Main Track
(S Y R NA
65 Turnout Track
® Y RNA

Class 1 Gage 56” to 57 %”

More than 57 ¥%” Qut of Service
Class 3 Gage 56” to 57

More than 57” to 57 ¥4” downgrade to

Class2 andgetsa Y
Remarks on page 3

GM/JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
®Y RNA
67 Rail Movement
® Y R NA
Tie Plates
68 Lead
S Y RNA
69 Guard Rail Flangeway
S Y R N_["#e R 1"y
Guard Rail Flangeway can not be less 1 %”
70 Guard Rail Plates
©Y R NA
71 Frog Plates
@ Y R NA

Bolts
73 Loose © N/A
74 Missing o N/A

Rivets (Huck)
75 Loose © N/A

76 Missing = N/A

77 Nuts Missing o  N/A

78 Cotter Pins Missing o N/A
79 Washers @k Broken__ Missing  N/A

80 Hold Down Devices
Y R NA
81 Spring Housing
S YR
82 Derails
SYR

83 Maximum difference in any 31° in Cross

Level on the siding from the Frog Point to
30’ beyond the last long tie

@ Difference

84 Condition of Line thru entire turnout
SSY R






Remarks
Page 3 of 3

1\}0 I\/Em bé“f‘-’éc'r S

Con pleTen

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by:\/—/émdz;\ 4;/4:’,,;,& Date: é:/i’c/i?

11-10-2011






Mainline Switch Inspection Report Semi-Annual

Inspection Crew T&ﬁ/sw&' G UH, R Nfison

Date 6/;@/ i3
Watchman jy BRrYANT

1 Location Cawe Mgan: ,k;: NoBTH
2 SwitchI.D. #- 3¢ 18

3 Facing __ Tralhng

Rail Points

4 Point to Point 514

5 Point Condition

SYR
6 Point Throw, nothing less than 4 ¥% inches
N_ 4% R__ 4%
6a Point Opening
N_S% R 5%
7 Fit
Y R

8 General Condition of the Points

® YR

Gage

Heel of Switch

9Main _SGY2

10 Turnout _3¢-%

11 Gage ahead of Bend S¢%
Must not be less than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout ¢ Y%

13 Main G Y

Stock Rail
14 Bend
® Y R
15 Condition
@ YR

Bolts

16 Loose ) N/A
17 Missing 9] N/A

Rivets (Huck Bolts)

18 Loose 4] N/A

19 Missing N/A
20 Cotter Pins Missing [a) N/A
21 Jam Nuts Loose 9 N/A

21a Washers @ Broken _ Missing_

Remarks on page 3
GM/IC 11-10-2011

o 7de00

Page 1 of 3

22 Standard Joints
Y R NA

23 Switch Plates
S)Y R

24 Adjustable Braces

Y R NA
24a Non-Adjustable Braces
SYR @
Switch Rods
25 Front Rod
&Y R NA
26 #1 Rod (Basket Rod)
YR
27 #2 Rod
Y R
28 #3 Rod
Y R N/A
29%#4 Rod
Y R N/A
30 Closure Rail
Y R
31 Surface of Switch
Y R
sing a 62’ cord, not over
1” to 11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments

Yes @
34 Lubrication
Ok

35 Switch Targets/Lamps .
Ok Missing _@
36 Latches
’ Broken___Missing
37 Locks
Broken____Missing
38 General Condition
Y R
39 Insulated Joints
®Y R
39a Regular Joints
@ Y R






Mainline Frog Inspection Report Semi-Annual Page 2 of 3

50 Location Turnout Ties
50a Switch I.D. # 66 Condition
51 Facing Trailing ®Y RNA
52 Frog Tread N ® Y R 67 Rail Movement
R S YR ® YR NA
53 Frog# o Tie Plates
54/79 Point Condition 68 Lead
®YR ® Y RNA
55 Condition of Frog 69 Guard Rail Flangeway .
@ YR ®Y RN_['"* R _I'¥
56 Surface of Frog Guard Rail Flangeway can not be less 1 %”
® YR 70 Guard Rail Plates
Y R NA
57 Throat in Inches 3% 71 Frog Plates
72 Flangeway Depth 2 "1¢ ® Y RNA
Flangeway Depth must not be less than 1 %”
Gage . Bolts
58 Main Track _ SL%% 73 Loose o __NA
59 Turnout Track __<sy¢, e 74 Missing © N/A
Gage must not be less than 56” any class
Guard Rails Rivets (Huck)
60 Guard Rail Gage N 54%¢ R S47%, 75 Loose o N/A
Guard Rail Gage must more than 54 3/8” 76 Missing © N/A
61 Back ToBack N S22 R S2Y 77NutsMissing  ©  N/A
Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing = N/A
62 Condition 79 Washers@ Broken _ Missing  N/A
YR
63%ocation of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R 3 Y RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S Y RKA
Y R N/A 82 Derails
65 Tumout Track S YR
® Y RNA 83 imum difference in any 31’ in Cross
Level on the siding from the F rog Point to
50’ beyond the last long tie
Class 1 Gage 56” to 57 1%” @ Difference
More than 57 ¥ Qut of Service
Class 3 Gage 56” to 57” 84 Condition of Line thru entire turnout
More than 57 to 57 ¥ downgrade to Y R

Class2 andgetsa Y
Remarks on page 3

GM/IC 11-10-2011






Remarks

Page 3 of 3
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OOH{H{’TFA

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: %W 5{ - %/[,/;,&4 Date: 5’@@ /)’:3

11-10-2011






Switch Inspection Report Semi-Annual

Mainline

Date 5"/3"9//3“ L
Watchmanw B« ANT

WO# _190560o2q
Inspection Cre;r jc;m';;ggg(mg Lan g..“E..‘, 4&6 0*\)_

Page 1 of 3 5

22 Standard Jomis

I Location MEST oy
2SwichID# ji5 yp = ®Y R NA
3 Facing _» Trailing ) 23 Switch Plates
Rail Points 24 Adjustable Braces
4 Point to Point S Y R NA
5 Point Condition 24a Non-Adjustable Braces
S YR Nothing less than 4 inches or greater than § inches. S Y R
6 g OT,_{TET‘,T" RJ l{2 iSr‘u"h‘es on house top point protected ZS;V;"rontRR p
6a Point Opening ® Y R NA
N__ 4% R 4% 26 #1 Rod (Basket Rod)
7 Fit (? Y R
Y R 27 #2 Rod
8 General Condition of the Points ® YR
® Y R 28 #3 Rod
Gage ® Y R NA
Heel of Switch 29 #4 Rod
9Main =3 Y R N/A
10 Turnout ¢, 3 30 Closure Rail
Y R

Il Gage ahead of Bend  S¢.%,
Must not be legs than 56 inches or

more than 57 inches for “S»
12 Heel Spread in Inches

Turmout (0%
I3Main___ ([pre

Stock Rail

14 Bend
& Y R
15 Condition
@ Y R
Bolts
[6 Loose AN N/A
17 Missing © N/A
Rivets (Huck Bolts)
I8 Loose 6 N A
[9 Missing o NA
20 Cotter Pins Missing o NA
21 Jam Nuts Loose > N/A
2la Washers @B  Broken . Missing

Remarks on page
[SAYTS F-re200

31 Surface of Switch
Y R

ﬁ)sing a 62’ cord, not over
"to11/2"foray and no
more than 1 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties
(S) Y R

33 Switch Adjustments

Yes
34 Lubrication
Ok
35 Switch argetss Lamps
Ok Missing ¢
36 Latches
Qp Broken Missing
37 Locks
Ok Broken Vhissing

38 General Condition
©Y R

39 Insulated Joints
® vy R

39a Regular Joints
@ Y R






Mainline Frog Inspection Report Semi—Annugl Page 2 of 3

50 Location Turnout Ties
50a Switch D . # 66 Condition
51 Facing Trailing Y RNA
52 Frog Tread N S YR 67 Rail Movement
R S YR @ Y R N/A
53 Frog# .2 Tie PI
54/79 Point Condition 68 Lead
@ YR & Y R NA
55 Condition of Frog 69 Guard Rail F langeway
YR Y RN_|VYo R 1'%
56 Surface of Frog uard Rail Flangeway can not be less 1 1%”
S YR 70 Guard Rail Plates
®Y RNA
57 Throat in Inches 3% 71 Frog Plates
72 Flangeway Depth 7. @ Y R N/A
Flangeway Depth must not be less than 1 %”
Gage Bolts
58 Main Track (. Yo 73 Loose ° __NA
59 Turnout Track S/e 74 Missing o N/A
Gage must not be less than 56 any class
Guard Rails Rivets (Huck)
60 Guard Rail Gage N _S4% R 545 75 Loose © NA

Guard Rail Gage must more than 54 3/8” 76 Missing © NA
61 Back ToBack N 529 R 3527 77 Nuts Missing o N/A

Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing ¢ N/A
79 Washers QR Broken__ Missing_ N/A

62 Condition
SYR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
® YR ®Y RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track SY R@
®YRNA 82 Derails
65 Tumnout Track S YR
&Y R NA 83 Maximum difference in any 31° in Cross
Level on the siding from the Frog Point to

30° beyond the last long tie

Class 1 Gage 56” to 57 14 @) Difference

More than 57 %" Qut of Service
Class 3 Gage 56" to 577 84 Condition of Line thru entire turnout

More than 57" to 57 /,” downgrade to @ Y R

Class 2 and getsayY
Remarks on page 3

GMIC 11-10-201 1







Remarks
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{ Lovge F%OL,T AN C L\)EST RAIL;:&Z Rop
T2ASH v BT Apea
FEoe Rt ?meo//sm:u_m

All rules come out of the MTA F ield Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed b}"fm@&%‘ 74&&{;3 oo o Date: SVZS ‘;3,['(3“._“__-___“__.

L1-10-2011







